


2 FES™ - Fine Energy Setting
FOR UNMATCHED PRECISION

Advanced technical solutions and sophisticated electronics 
incorporated into the OptoYag&SLT M allow for a precise adjustment 
of energy in order to match the specific needs of the therapy or the 
patient. The fine energy setting buttons are conveniently located 
just next to the joystick, offering the physician easy and accurate 
adaptation of energy to the patient’s eye response. 

3 PPS™ - Pulse to Pulse Stability 
FOR ADVANCED SAFETY

Optotek has spent extra time and effort to ensure highest 
reliability and safety of the system. The OptoYag&SLT M 
incorporates a PPS™ technology for delivering stable output 
energy far exceeding current industry standards. Enhanced 
accuracy and stability of energy provide the highest degree of 
safety and assure effective and efficient eye treatments.

1 e-SlitLight™
JASNE OŚWIETLENIE LED

Lampa szczelinowa e-SlitLight™ LED zapewnia tysiące godzin 
pracy z jasnym oświetleniem LED o wysokiej jakości bez 
konieczności wymiany żarówek. Nowoczesne oświetlenie 
gwarantuje poprawne odwzorowanie kolorów oraz wysoką 
ostrość i szczegółowość obrazu. Źródło światła emituje niewiele 
ciepła, dzięki czemu badanie jest w pełni komfortowe dla pacjenta, 
nawet w przypadku osób z objawami zespołu suchego oka.

5Easy-to-move System

Convenient portable design allows 
ophthalmologists to change location  

with ease. Having electronics box 
underneath the table, the system  

can be moved freely to another  
worktop and therefore instantly  

ready for use.  

4 Treatment at 3 Hz 
FOR HIGHER 
PERFORMANCE 

The OptoYag&SLT M with newly designed 
laser cavity and optimized system 

configuration features repetition rate at 
3 Hz. Faster treatment shifts physician’s 

productivity and patient’s comfort to a 
completely new level.

Output energy

conventional laser technology

PPS technology

Pulses

clear & preserve vision

OptoYAG&SLT M
System laserowy OptoYag&SLT M oferuje dwa tryby 
zabiegowe uznawane za złoty standard w  kapsulotomii i w 
leczeniu jaskry.

Selektywna trabekuloplastyka laserowa (SLT) to 
zaawansowana, nieinwazyjna metoda podstawowego lub 
uzupełniającego leczenia podwyższonego ciśnienia 
wewnątrzgałkowego. Polega ona na dostarczaniu do 
siateczki beleczkowania krótkich impulsów świetlnych o 
określonej długości fali, które działają selektywnie na 
komórki zawierające melaninę, bez wpływu na struktury 
niezawierające pigmentu. Napromieniowanie wiązką lasera 
o niskiej energii wywołuje odpowiedź ze strony cytokin,
która z kolei pobudza makrofagi do usunięcia uszkodzonych
komórek. Zwiększona porowatość siateczki beleczkowania
umożliwia prawidłowy odpływ cieczy skutkujący obniżeniem
ciśnienia wewnątrzgałkowego.

NIEZRÓWNANY LASER SLT
Laser SLT firmy OPTOTEK to uznany standard w  
zabiegach leczenia jaskry. Kompaktowa konstrukcja, 33 
poziomy energii w zakresie od 0,2 do 2,6 mJ, czerwona 
wiązka celownicza do precyzyjnego ogniskowania wiązki 
laserowej i wbudowane systemy bezpieczeństwa to cechy, 
które pozwalają przeprowadzać zabiegi SLT szybko, 
bezpiecznie i efektywnie. 

WYSOKA SKUTECZNOŚĆ DZIĘKI 
ZAAWANSOWANEJ TECHOLOGII
Laser OptoYag&SLT M stanowi synergię zoptymalizowanej 
optyki ogniskowania, precyzyjnej wiązki celowniczej oraz 
stabilnej wiązki laserowej Gaussa. Dzięki doskonałym 
parametrom fotodysrupcji urządzenie umożliwia wykonanie 
zabiegu z zastosowaniem niższej energii i mniejszej liczby 
impulsów.
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OptoYAG&SLT M 2 FES™ - Fine Energy Setting
PRECYZJNA KONTROLA ENERGII

Zaawansowane rozwiązania techniczne i wysokiej klasy układy 
elektroniczne zastosowane w laserze OptoYag&SLT M 
umożliwiają precyzyjne dopasowanie poziomu energii do 
wymagań każdego zabiegu. Przyciski regulacji energii wiązki 
laserowej znajdują się blisko dżojstika, co pozwala wygodnie 
kontrolować poziom energii w zależności od reakcji tkanki.

3PPS™ - Pulse to Pulse Stability 
STABILNOŚĆ I PRECYZJA WIĄZKI

Opracowany przez Optotek zaawansowany system 
bezpieczeństwa PPSTM umożliwia kontrolę energii wiązki 
lasera z precyzją dalece przewyższającą obowiązujące 
standardy. Dzięki technologii PPSTM urządzenie 
charakteryzuje się bardzo wysokim poziomem precyzji i 
stabilności wiązki zapewniającym najwyższy stopień 
bezpieczeństwa i efektywności zabiegu.

1 e-SlitLight™  
HIGH POWER LED  
ILLUMINATION SYSTEM 

Tired of replacing slit lamp bulb? Want to have a brighter light? 
The e-SlitLight™ LED slit lamp offers thousands of hours of bright 
white light originating from the solid state LED light source. The 
LED illumination enhances color, detail and contrast and therefore 
significantly  improves imaging. Additionally, its minimal heat 
emission makes the treatment comfortable even for dry eye patients.

5Easy-to-move System

Convenient portable design allows 
ophthalmologists to change location  

with ease. Having electronics box 
underneath the table, the system  

can be moved freely to another  
worktop and therefore instantly  

ready for use.  

4 Treatment at 3 Hz 
FOR HIGHER 
PERFORMANCE 

The OptoYag&SLT M with newly designed 
laser cavity and optimized system 

configuration features repetition rate at 
3 Hz. Faster treatment shifts physician’s 

productivity and patient’s comfort to a 
completely new level.

Output energy

conventional laser technology
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The OptoYag&SLT M laser system utilizes two  
treatment modalities considered the gold standard 
in capsulotomy and treatment of glaucoma. 

Selective laser trabeculoplasty (SLT) is an 
advanced, non-invasive primary or secondary 
treatment of increased intraocular pressure. It 
employs short pulses of specific wavelength that 
selectively target the melanin-containing cells 
in the trabecular meshwork while preserving the 
adjacent non-pigmented eye structures. Low-energy 
laser irradiation evokes cytokines response what 
consequently activates the macrophages which clear 
the damaged cells. Increased trabecular meshwork 
porosity restores balanced aqueous outflow and 
lowers the intraocular pressure. 

UNRIVALED SLT LASER SYSTEM
Optotek SLT laser is a staple of glaucoma treatment for every 
doctor’s practice. Compact design, 33 energy levels in the 
range of 0,2 to 2,6 mJ, a red aiming beam allowing precise 
focusing of the treatment beam, and built-in safety features 
ensure quick, safe and effective office-based SLT treatment. 

STREAM OF TECHNOLOGIES 
FOR SUPERIOR EFFECTIVENESS 
YAG mode of the OptoYag&SLT M represents a synergy of 
optimized focusing optics, high accuracy and precision of 
the aiming beam system, and clean and stable Gaussian 
laser beam profile. Having excellent photodisruptor 
capability, the Optotek YAG laser enables best treatment 
results using lower energy and fewer shots.
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FOR ADVANCED SAFETY

Optotek has spent extra time and effort to ensure highest 
reliability and safety of the system. The OptoYag&SLT M 
incorporates a PPS™ technology for delivering stable output 
energy far exceeding current industry standards. Enhanced 
accuracy and stability of energy provide the highest degree of 
safety and assure effective and efficient eye treatments.

1 e-SlitLight™  
HIGH POWER LED  
ILLUMINATION SYSTEM 

Tired of replacing slit lamp bulb? Want to have a brighter light? 
The e-SlitLight™ LED slit lamp offers thousands of hours of bright 
white light originating from the solid state LED light source. The 
LED illumination enhances color, detail and contrast and therefore 
significantly  improves imaging. Additionally, its minimal heat 
emission makes the treatment comfortable even for dry eye patients.

5Łatwe przenoszenie 
Mobilna konstrukcja ułatwia 

przenoszenie systemu. Dzięki 
umiejscowieniu skrzynki połączeniowej 
pod blatem stolika laser jest gotowy do 

pracy zaraz po 
ustawieniu w nowym miejscu. 

4 Szybszy zabieg z 
częstotliwością 3 Hz 

Dzięki nowej konstrukcji rezonatora oraz 
zoptymalizowanej konfiguracji laser 
OptoYag&SLT M umożliwia pracę z 

częstotliwością 3 Hz. Przekłada się to na 
skrócenie czasu zabiegu, a tym samym 
na poprawę komfortu pacjenta i wzrost 

wydajności pracy.
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